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COMPLETE understanding between owner, architect, 
dealer, contractor and manufacturer as to what is de- 
sired in the finished home, brings entire satisfaction to 
the owner. Each has much to contribute. 

The owner has his mental picture that the architect's 
training, the contractor's skill and the dealer's experience 
carry out through the several possible adaptations of the 
manufacturer's product. 

The Curtis Companies offer this book, illustrating a 
portion of their line of well designed woodwork as a part of 
their contribution to the home owner who is in search of 
better values. The manufacturer cannot meet each user of 
his product. Curtis dealers, however, are in a position to 
help the architect who plans, the contractor who constructs 
and the owner who lives in the resultant home. Seek the 
Curtis dealer's advice. Learn the extent of the Curtis line. 
Know its possibilities before coming to a decision in regard 
to woodwork. Consult the Curtis dealer nearest you, for 
by so doing, you will secure better values, your home-build- 
ing experience will be more pleasant, your home most satis- 
factory. 

Your order of Curtis Woodwork is shipped to your 
dealer from the factory which is nearest you. If you are close 
to one of these points, you will enjoy a visit at the Curtis 
factory, to see for yourself the care that is taken in making 
Curtis Woodwork, and the beauty of the finished product. 
The management of the Curtis factory will be glad to have 
you come. Any correspondence about your woodwork should 
be addressed to the 
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From the front entrance to the smallest 

molding, you want the woodwork of your 

home to bespeak good taste and 

careful planning. 






JLo you who are planning to 
build a new home, and to you 
who would make the old one 
new again, this book is dedi- 
cated. In its pages there is put 
before you a foretaste of what 
Curtis Woodwork will mean in 
your home. 

Pictures and words at best 
can only introduce you to 
woodwork. Your real pleasure 
in Curtis Woodwork will come 
when you see it, touch it with 
your hands, know beyond the 
slightest doubt just how beau- 
tiful it is, how strongly and 
carefully made, and when you 
envision it among the furnish- 
ings of your own particular 
castle in Spain. 

Not so many years ago, 
homebuilders who wished to 
have in their homes a back- 
ground of beautiful woodwork 
— woodwork of real architec- 
tural value — could do so only 
on special order, at necessarily 
great cost. Today, you as a 
user of Curtis Woodwork can 
obtain this background of ex- 
cellent design and guaranteed 
construction from stock, at 
reasonable cost. The Curtis 
Companies are able to keep 
prices down without in the 
least sacrificing the quality of 
materials used, or the kind of 
construction, by concentrating 
production on a certain number 
of really fine things, and mak- 
ing these in large quantities. 
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CurtiS 

WHEREVER you find woodwork bearing this mark, 
you may be sure that you have a product its mak- 
ers are proud of. The Curtis trademark means to 
you: "We have made this part of your home out of good 
lumber, and with long-skilled hands, using the best 
methods so far discovered, and the most approved designs 
possible to obtain. We guarantee it to please you and 
give you good service." 

IS NOT SUCH A MARK WORTH 
SEARCHING FOR? 



You may be able to buy for 
less money millwork that looks 
something like Curtis Wood- 
work. We cannot legally pre- 
vent imitators from copying 
Curtis designs. But Curtis con- 
struction has many exclusive 
features which cannot be dup- 
licated. Under the surface the 
imitation is bound to be cheap- 
ened in some way, and sooner 
or later its cheapness will come 
to light. 

As you peruse this book, you 
will learn some of the reasons 
why Curtis Woodwork is dif- 
ferent from — and better than 
— ordinary "millwork." You 
will understand why we put 
the Curtis trademark on doors 
and windows and stairs and 
permanent furniture with no 
small measure of pride. You 
will know why your lumber 
dealer sells and recommends 
Curtis Woodwork, why your 
contractor prefers to use it. 
And you will know what wood- 
work you want in your home! 

Not all of the Curtis designs 
are shown here, of course. 
There are many others in the 
large Curtis Catalog, "Archi- 
tectural Interior and Exterior 
Woodwork Standardized/' 
which is on file in every Curtis 
dealer's office. Your Curtis 
dealer will be glad to have you 
consult his copy, and to give 
you costs on Curtis Woodwork 
for your home. 







THE SMILE ON THE FACE OF THE HOUSE 

Someone has aptly called the entrance "the smile on the face of the house" It is 
that which greets you first. It may convey the friendly welcome of the little 
cottage, the dignified reserve of the stately dwelling, or even the forbidding 
coldness of the prison. The doorway, says Joseph Everett Chandler, the architect, 
is certainly a good index of the family behind it. 

^ It is a far cry from the stones and skins that formed the entrance to our ances- 
tors caves and huts to this charming doorway, with its vine-covered trellis casting 
lacy shadows across the sturdy panels of the door, at the end of the flagstone path. 
This entrance is made up of Curtis standard units, which may be used in a variety 
of combinations to express individual taste. The door with its frame and sidelights 
is Entrance C-105, which is shown in another setting on page 5, 

Behind such a winning "smile" as this, we may well expect to find friendly 
folks — simple, sincere people of good taste and good will. 



a\. door may well be 
likened to an old-time ro- 
mance — so filled is it with 
mystery. Could it but 
speak, what wonderful 
tales it would relate! For 
is it not symbolic of the 
most dramatic scenes in 
life? The coming of the 
bride, the christening 
party, the bitter end of a 
quarrel, the return of the 
prodigal, the last sad go- 
ing forth — on all these 
the door opens and shuts 
with the same impartial- 
ity! — "Door Lore," by 
Mary Harrod Northend. 




Interior, showing Door C-231 
from Entrance C- 1 13. This door 
is furnished in white pine, plain 
oak or unselected birch. 





ENTRANCE STRIKES THE KEYNOTE 



Entrance C-108 consists of 
Door C-226 and frame 
C-1268. Door C-226 is rec- 
ommended as an exterior 
door in white pine; frame 
of white pine with oak sill. 



Entrance C-100 (above). Typically Colo- 
nial is this beautiful doorway. Slender 
columns support the pedimented hood with 
its barrelled ceiling. The six-paneled door is 
of solid white pine, with raised panels. Side- 
lights and transom admit light within and 
complete a perfectly proportioned entrance, 
which is simple enough for the small house, 
yet handsome enough for the Colonial resi- 
dence of larger size. 



Entrance C-101 consists of 
Door C-224 (the illustra- 
tion shows this door cut in 
the center as a Dutch 
door), frame C-1261, side- 
light sash C-1084 and 
transom sash C-1086. Door 
C-224, sidelight sash and 
transom sash are furnished 
in white pine; frame in 
white pine with oak sill. 




1 he doors on this page are made in the 
same widths and heights as Door C-220 
in the specifications below. We recom- 
mend that all exterior doors, either of 
white pine or hard woods, be used in the 
Iffi thickness. Similar specificatiojis for 
any other Curtis entrance are given in 
the Curtis catalog. 

ENTRANCE C-100 

Consists of Door C-220, frame C-I260, side- 
light sash C-1084, transom sash C-1085 and 
columns C-1426. Pilasters, moldings for cornice, 
plate boxes and hood, half-circle" facia, half-circle 
spandrel and sidelight panels are part of entrance. 
Door C-220 is furnished in white pine; frame in 
white pine with oak sill. 





Sidelight 


Transom 


Door C-220 


Sash C-1084 


Sash C-1085 


Sizes 


Sizes 


Sizes 


2'8"x6'8" 


10" x 4' 5" 


2'8"x V1W 


V 0" x 6' 8" 


10" x 4' 5" 


3'0"x l'2Ji" 


V 0" x T 0" 


10"x4'9" 
Frame C-1260 


3'0"x VZH" 
Size from Porch 


Rough 


Rough and 


Floor to Top 
of Key Block 


opening 


Overall Size 


2x4 Stud 


Masonry 


2x4 Stud 


Wall 


Wall 


Wall 


4' 1 Wx8' 5" 


6' 0" x 8' 8" 


6'0"x8' li" 


y 3%" x 8' 5" 


6' 4" x 8' 8" 


6'4"x8' 11" 


5' 3H"x8'9" 


6' 4" x 9' 0" 


6'4"x9' 3" 



Height porch floor to top of pediment 10' 5^". 
This height should be maintained to preserve 
correct architectural detail. Distance between 
columns from center to center: for 2' 8" door, 
5M"; for 3' 0" door, 5' 754". Porch floor for 
V 8" door is 6'2K"x4'9"; for 3' 0" door, 6' 
6^"x4'9". 



Entrance C-l 17 consists of Door 
C-235, frame C-l 273 and sidelights 
C-252. Door C-235 is furnished in 
white pine, plain oak or unselected 
birch; frame in white pine with 
oak sill. 



/ 





XTrom time immemorial, in 
every style of architecture, 
some special elaboration has 
been considered necessary 
for the main doorway. This 
is partly due, of course, to 
the desire to "put our best 
foot foremost." But the cus- 
tom has its real basis in the 
architectural principle that 
there shall be no question or 
confusion as to how the 
house shall be entered. 

So the choosing of the en- 
trance for your home is one 
of the most important de- 
tails in planning. This book 
will help you to select one 
that is appropriate and 
beautiful. 



1 he doors on this page are made in the 
same widths and heights as Door C-220 
in the specifications below. We recom- 
mend that all exterior doors, either of 
white pine or hard woods, be used in the 
\Ya" thickness. Similar specifications for 
any other Curtis entrance are given in 
the Curtis catalog. 

ENTRANCE C-104 

Consists of Door C-220 and frame C-l 264. Door 
C-220 is furnished in white pine; frame in white 
pine with oak sill. 

Door C-220 
Sizes 

V 8" i 6' 8" 

3' 0" x 6' 8" 

y q» x T q* 

Frame C-l 264 

Overall Size 
Rough Opening 2x4 Stud and 

2 x 4 Stud Wall Masonry Wall 

V U"x7'0" 4' 1J4" x 8' 5" 

V 3"x7'0" 4' 5y 2 " x 8' 5" 
y 3"x7'4" 4' 5/ 2 " x 8' 9" 

Every Curtis door represents an investment in 
value through and through. Some under-surface 
qualities of Curtis doors are described on page 
12. Cheaper doors lack these qualities and rep- 
resent only such value as you can see on the 
surface. It is often hard to distinguish by sight, 
a strong, durable door from one of less stable 
construction. An unfailing assurance of quality all 
the way through is the Curtis trademark which 
is stamped on every Curtis door. 



Entrance 01G4 (above). The most formal 
of all doorways are those of classic type. 
They require a thorough understanding of 
tradition. This pleasing example has been 
selected by one of America's foremost archi- 
tects as his most beautiful design. Fluted 
pilasters at each side and a dentil course 
across the top of the frame are among the 
master touches that lift it out of the or- 
dinary. 





Entrance C-I12 consists of 
Door C-230 and frame 
C-l 272. Brackets and mold- 
ing for hood are part of 
entrance. Door C-230 is 
furnished in white pine; 
frame in white pine with 
oak sill. 



Entrance C-l 07 consists of 
Door C-225 and frame 
C-l 267. Riser from top of 
step to sill is part of frame. 
Door C-225 is furnished in 
white pine, plain oak or 
birch; frame in white pine 
with oak sill. 



JLhere are three chief 
points to know about the 
entrance you select for your 
home. It must be 
Beautiful in itself 
Suitable for the house 
Durable 
Beauty involves good de- 
sign and correct propor- 
tions, showing the master 
hand of the skilled archi- 
tect. Suitability involves 
good taste in size and elabo- 
ration, in keeping with the 
size and type of your house. 
Durability means well made 
of right materials, to resist 
the ravages of wind and 
weather. 

This book will help you 
to choose that sort of an en- 
trance. 




Entrance C-118 consists of 
Door C-236 and frame C-1209. 
Door C-236 is furnished in 
white pine, plain oak or unse- 
lected birch; frame in white 
pine with oak sill. 





Entrance C-120 consists of 
Door C-238 and frame 
C-I274. Brackets and mold- 
ing for hood are part of 
entrance. Door C-238 is 
furnished in white pine, 
plain oak or unselected 
birch; frame in white pine 
with oak sill. 



Entrance C-105 {above), consists of the 
door and sidelights with their frame. The 
attractive little porch is also made up of 
Curtis units, and illustrates one of many 
charming ways that you may use Curtis en- 
trances to carry out your own ideas in the 
exterior of your home. On page 2, another 
treatment of the same entrance is shown. It 
is often used without embellishment, and is 
appropriate in any style of building. 



Entrance C-I16 consists of 
Door C-234, frame C-1273 
and sidelights C-251. Door 
C-234 is furnished in white 
pine or plain oak; frame in 
white pine with oak sill. 




J. he doors on this page are made in the 
same widths and heights as Door C-220 
in the specifications below. We recom- 
mend that aU exterior doors, either of 
white pine or hard woods, be used in the 
ltyi" tlnckness. Similar specifications for 
any other Curtis entrance are given in 
the Curtis catalog. 

ENTRANCE 0105 

Consists of Door C-220, frame C-1265, side- 
light sash C-1084, Riser beneath sill and panels 
belnw sidelight sash are part of frame. Door 
C-220 is furnished in white pine; frame in white 
pine with oak sill. 
Door C-220 Sidelight Sash C-1084 

Sizes Sizes 

2'8"x6'8" 10" x 4' 5" lH"41t. 

3'0" x6'8" 10" x4' 5" W 4 It. 

3'0"x7'0" 10" x 4' 9" W 4 It. 



Frame C-1265 



Rough Opening 
2x4" Stud Wall 
4' 95/ 8 " x 7' 0" 
5' I5^"x7'0" 
y is / g"x7'4" 



Overall Size 
2x4 Stud and 
Masonry Wall 
5' 8" x 8' Wa" 
6' 0" x 8' 0J4** 
6'0" x8'4H" 



The various units that make up Curtis entrances 
— door, frame, sidelights, transom, and so on — 
are manufactured and carried in standard sizes 
only. It is always best to purchase a complete 
entrance, for these have been assembled with ex- 
pert artistry and skill. However, any unit will be 
furnished separately when so ordered. 




JC/NTrance C-l 10. Everyone wants the house door to express 
a greater or less degree of privacy, especially where it is close 
to the street or in an exposed position. How better can one 
say, "Pause, stranger! Beyond this portal is the sanctity of 
my home life. Upon it you may not intrude by ear nor eye 
until so bidden!" This door is entirely of wood, with three 
vertical flat panels, beautifully molded to enhance the im- 
pression of heaviness and strength. 

This lovely entrance and many others shown in this book 
are made of sturdy white pine, a wood with a natural freedom 
from warping, shrinking and swelling that assures the home- 
owner that his doors will keep their shape under varying tem- 
peratures. White pine has a smooth satiny surface that takes 
any finish well, and because it is light in color it requires 
fewer coats than dark woods. 

A doorway like this unmistakably stamps your house as 
one of distinction and refinement. 

ENTRANCE C-l 10 

consists of Door C-228, frame C-1270 and brackets C-l 486. Brackets 
and molding for hood are part of entrance. Door C-228 is furnished in 
white pine; frame in white pine with oak sill, in the following sizes: 

V 8" x6'8" W only 

V 0" x6'8" W only 
3'0" x7' 0" W only 

Detailed specifications can be found in the Curtis catalog. 



TWO DOORWAYS IN THE ENGLISH MANNER 

While these doors may be used in other types of houses, their designs 
are based on English motifs, and they are therefore especially appro- 
priate for modern English type homes. The hood is furnished with 
each entrance, and is a charming and practical feature. Some shelter 
of this sort is characteristic of English entrances. 



JC/NTrance C-l 11. For those who prefer some glass in the 
door, this secluded entrance is full of interest. It is simple but 
attractive rather than forbidding, expressing the character- 
istics of the people within. V-joints in the lower panel, and 
the use of four panes instead of one light of glass are out-of- 
the-ordinary and effective touches seldom found in ready- 
made woodwork at a cost comparable to that of Curtis Wood- 
work. 

An entrance of this kind does full justice to the small 
house where it is the main exterior feature, or to the larger 
house, where it must be a harmonious part of a well-designed 
whole. The best point about any Curtis door is the fact that 
it is just as good all the way through as it looks on the surface. 
The Curtis trademark on the entrance you choose assures you 
that it was made in a factory where the making of woodwork 
for homes is a fine art. 

ENTRANCE C-l 11 

consists of Door C-229, frame C-l 271, columns C-l 444, brackets 
C-l 487, complete rail and molding for hood. Door C-229 is furnished 
in white pine; frame in white pine with oak sill, in the following sizes: 

2' 8" x 6' 8" I £4" only 

3' 0" x6'8" \y A " only 

V 0" x T 0" 1 H" only 
Detailed specifications can be found in the Curtis cat;ili>£>. 
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JLhe only difference in this 
door and Door C-236, page 
5, is that the wood panel is 
divided in two vertically. 
Both are so universally used 
in various types of building 
that they are stocked in 
plain oak and in white pine, 
in \y^* thickness, to meet 
various needs, and take any 
finish. 

ENTRANCE C-119 

consists of Door C-237 and frame 

C-1230. (Here frame C-1212, 

molded cap, is illustrated). Door 

C-237 is furnished in white pine. 

plain oak or unselected birch ; frame 

in white pine, in the following sizes; 

2'8"x6' 8" \W' and \y A H 

V 0" x 6' 8" 1H" and 1#" 

y 0" x 7'0" IK" and IV' 




Untrance C-121 {above). This is one of the interesting 
newer designs of Curtis doors that has already proved a 
favorite. It is inexpensive, but handsome and well-made, so 
that it may be used anywhere. It has a good expanse of 
glass to light the interior, divided into small panes which 
are pleasing as well as practical. 

ENTRANCE C421 

consists of Door C-239 and frame C-1230. Door C-239 is 
furnished in white pine; frame in white pine, with or with- 
out sill, in the following sizes: 

2' 8" x6'8" W and \y A " 

3'0" x6' 8" \W' and 1M" 

3'G" \T 0" W and W 
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Lere is a door for the rear 
or grade entrance. It is just 
like other Curtis doors ex- 
cept that its panels are of 
ordinary thickness, rather 
than the heavier panels 
which are recommended if 
first cost is not the only con- 
sideration. This door is fur- 
nished in solid white pine in 
\y%" and 124" thickness. 

ENTRANCE C-126 

consists of Door C-244 and frame 

C-1230. Door C-244 is furnished 

in white pine; frame in white pine, 

no sill, in the following sizes 

2'8"x6'8" \W and U/ 4 " 

3' 0" x6' 8" IH" and 1-K" 

3' 0" x7'0" IK" and U/ A " 




Xour entrance doorway must, of 
course, be beautiful. Its important po- 
sition in the house demands that its 
appearance be worthy, that it set the 
keynote for all the woodwork, both ex- 
terior and interior. But the entrance 
has also a sterner duty. It must stand 
hard service — perhaps harder than any 
other door in the house. Summer's 
scorching sun beats down upon one side 
of it; winds, icy or hot, moisture-laden 
or burning, act upon it; the moisture 




of rain and snow permeate the air out- 
side some days during each year. All 
the time, the temperature and the mois- 
ture of the air inside the house is in 
more or less sharp contrast to the 
weather outside. To withstand these 
conditions, to protect your family from 
the elements equally well in all seasons, 
Curtis doors are made with a thorough 
understanding of the properties of 
wood, and of the most satisfactory me- 
thods of door construction so far devised. 




THE INTERIOR BACKGROUND OF YOUR HOME 



IT has been said that you cant make a beautiful home with an ugly house as a 
starting point. It has been done, but it is much harder. The inside of the house 
at least must be made worthy, or no amount of interior decorating can create a 
perfect home background. 

Have you ever stopped to think what the doors and trim mean in beauty and 
comfort in your home! Without beautiful doors and trim, no room, however good 
its furnishings, can be truly successful. Let us not forget that beauty depends as 
much upon construction as upon design, for design alone is worthless if doors warp 
or crack or peel or pull apart. With well-chosen doors and trim even the bare room 
becomes a satisfying picture, forming a suitable foil for your furniture, and giving 
outward evidence of durability. 

Time was when the master carpenter designed and built a door and trim for 
each individual opening, to accord with its importance. Nowadays the best of their 
work has been adapted for modern homes and modern manufacturing methods, as 
in Curtis door C-302 above, which is shown again on page 9. Such woodwork forms 
an interior background of good taste in the home of today. 



JLhe six-panel door is a traditional Colonial design that is in 
reality much older than our country. Curtis Door C-302, at the 
right, faithfully reproduces the old hand-made ones in its beauti- 
ful proportions and craftsmanlike construction. Another view 
of it is shown on page 8. One can make no mistake in selecting 
patterns like this, which have stood the test of good taste for 
more than three centuries. C-302 has solid raised panels and is 
furnished with either of the two Curtis standard door moldings. 
Only after the most careful inspection is the Curtis trademark 
placed upon a door. That mark is not only your means of identi- 
fying Curtis Woodwork, but your assurance of Curtis quality 
all the way through. 

DOOR C-302 

is furnished in white pine in the following sizes: 

2' 0" x 6' 0" IK" 2' 6" x 6' 6" W only 

V 0" x 6' 6" 1 W V 6" x 6' 8" 1 K" & 1 W 

V 0" x 6' 8" 1 W V 6" x 7' 0" 1 H" & I M" 

V 4" x 6' 6" 1 W' 2' 8" x 6' 6" W only 

V 4" x 6' 8" 1 H" V 8" x 6' 8" 1 H" & 1 W 
l» 4" x 7' 0" I H" V 8" x T 0" W only 

3'0"x6'8" \W h \U" 
3'0"x7'0" \¥ & "& \Va" 




Trim C-1660. One could hardly find a 
prettier trim than this. It is molded just 
enough to catch the light and shade, 
making a rich appearance. A beautiful 
window or door, like a beautiful picture, 
needs just such a frame to make it com- 
plete and satisfying in effect. 



Trim C-1650J4. Some architects recom- 
mend a molded trim with smooth wall 
finishes, and a plain trim with rough 
finished walls. Contrast of texture helps 
to beautify the room. Like other Curtis 
trim, this is part of a complete family of 
trim members. 
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Trim C-1620. Since the trim is part of 
the background or frame for the furnish- 
ings, an unobtrusive pattern, like this 
Curtis design, is to be desired. It is 
neither ornate nor too severely plain. It 
will pleasantly accentuate the openings 
in the rooms. 



V 



Trim C-1640, Moldings are the archi- 
tect's means of drawing lines to define 
some feature, such as doors, windows, 
base, walls or ceiling. Only the most 
carefully-selected woods are used in the 
manufacture of Curtis trim, cut smoothly 
and uniformly by machine. 



IToR the small or simple house, whatever its type, Door C-303 
at the left is a good choice. Flat panels and ovolo molding 
make it somewhat plainer than the one at the top of the page. 
Otherwise they are similar in design and proportions, and either 
one may be chosen with equal appropriateness. In birch, these 
doors may be given a walnut or mahogany stain, or finished 
natural. In white pine, they may be painted or enameled. Thus 
they are adaptable to any interior scheme. 

There are two Curtis entrance doors with the same panel 
arrangement, both in white pine suitable for exterior use. 

DOOR C-303 

is furnished in white pine and unselected birch in 
the following sizes: 

2'0"x6'6" \W 2'6"x6'6" W 

2'0" x6'8" W 2'6"x6'8" W 

2'4"x6'6" \H" 2'6"x7'0" \W 

2'4"x6'8" \W 2'8"x6'8" W 
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Unusual and distinctive is Door C-305 at the left, showing 
eight rectangular panels. If your living room, dining room or 
library has wood paneled walls, this is just the door to choose. 
It is the proper accompaniment for Elizabethan wall paneling, 
or you may use it in a room with plain walls to suggest paneling! 
Such doors are therefore especially effective in the English type 
house. Doors of this type are often seen in large elaborate houses. 
The progressiveness of the Curtis Companies in adapting the 
design to production in cost-reducing quantities, places this 
unique pattern within the reach of the builder of even a small 
house. 

DOOR C-305 

is stocked in white pine (and can be furnished in plain oak) with 

laminated flat panels and Curtis ovolo molding, in the following sizes: 

2'0"x6'6" 1M" 2'4"x6'8" \H m 

2'0"x6'8" W 2'6"x6'6" lH" 

2 4" x 6' 6" W 2' 6" x 6' 8" 1 U" 

V 8" x6' 8" \W* 
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Trim C-1690. Miter ed corners make a 
neat finish for any trim, but the butt 
joint can be used with this style if pre- 
ferred. A plain trim is practical and ap- 
propriate. All fiat surfaces of Curtis 
hardwood trim are machine sanded, sav- 
ing your workmen this extra labor. 



Trim C-1680. Here is a wider casing for 
a trim similar to C-1685 on page 12. It 
is one of the least expensive kinds of trim 
in the Curtis line. Every piece, however, 
must pass just as careful inspection as 
any other Curtis Woodwork before it is 
sent out for your building. 



Trim C-1650. There are so many 
openings in a room, all of which 
must be framed with trim, that the 
style of trim becomes of more in- 
terest than would at first seem to 
be the case. Each curve of the 
moldings is repeated so often that 
it is accented. This tvpe is al- 
ways in good taste. 



L 
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Trim C-16G0. The delicate lines 
of this trim are especially pleasing. 
Curtis trim can be ordered wrapped 
at a slight additional cost. In that 
case, the bundles are securely 
wrapped with heavy paper and tied 
to prevent their sanded surfaces 
from being soiled or scratched in 
transit. 



VVide openings give a sense of space in the small 
house by disclosing long vistas and giving additional 
light. The means for closing such openings has, how- 
ever, always been more or less of a problem. French 
doors, "the windows of the interior/' solve the difficulty 
admirably and are perhaps the favorite means now in 
use. The new and charming French doors shown at the 
right are Curtis doors C-320. Each door in the four-foot 
openings has eight panes (two vertical rows), and in the 
five-foot openings each door has twelve panes (three 
vertical rows). 

FRENCH DOORS C-320 

are furnished in white pine, plain oak or unselected 

birch, in the following sizes: (Hardwood doors in 

1M" thickness only.) 

Opening Sizes 
Sizes Per Pair 

V 0" x 6' 8" 1 W* and 1 #" 4' 0" x 6' 8" 

V 0" x T 0" 1 W* and 1 U" 4' 0" x T 0" 

V 6" x 6' 8" 1 M" and 1 y A » 5' 0" x 6' 8" 

V 6" x T 0" 1 y % " and i #" 5' 0" x T 0" 
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Long vertical lines, harmoniz- 
ing with the proportions of the 
door itself, make door C-306 
above especially interesting and 
pleasing. Such simple, straight- 
forward Curtis designs as this 
depend for their beauty entirely 
on their excellent proportions, 
and on the beauty of the lami- 
nated panels, carefully selected 
for matching color and grain. 
In actual laboratory tests, Cur- 
tis doors have withstood a 
strain of 5250 lbs. without pull- 
ing apart at the joints. 

DOOR C-306 

is furnished in white pine, plain oak 
or unselected birch with panels of the 
same woods, in the following sizes: 

2'0"x6'6" \W 

2'0"x6'8" IH" 

2'4"x6'6" W 

2'4"x6'8" W 

V 6" x 6' 6" 1 U» 

2'6"x6'8" IH" 

2'8"x6'8" \W' 



'oor C-311 (below). Somewhere in every house there should 
be a full-length mirror. The mirror door is "just the thing," 
whether for the last checking up before we leave the house, or 
for heavy duty during dressmaking season. It may be in the 
bedroom or the entrance hall, and the mirror may be on the 
inside or outside of the door. The chief point to be watched, 
of course, is that good light reaches it from the side rather 
than directly upon it. 

DOOR C-311 

is furnished in white pine, plain oak or unselected birch 
in the following sizes: 

V 0" x 6' 6" 1 y A " V 6" x 6' 8" 1 M" 

V 4" x 6' 6" 1 U" V 6" x 7' 0" 1 U" 
2'6"x6'6" W A " 2'8"x6'8" \y A " 





JLhe beautiful grain of the birch 
panel is set oft like a framed 
picture in this distinctive new 
one-panel door. To make a door 
worthy of the Curtis trademark, 
it was necessary to develop ma- 
chines and methods heretofore 
unknown in the woodwork in- 
dustry. The construction of the 
miters of the insert frame is 
entirely new. Strength is pro- 
vided at the union of panel 
and insert frame — the "danger 
point" — by the unusual thick- 
ness of the frame. All moldings 
are cut on the edges of the 
framing members, not loose 
moldings planted on. 

DOOR C-317 
is furnished with a three-ply laminated 
birch panel, and with stiles and rails 
of solid or veneered white pine or ve- 
neered birch. The sizes most generally 
used are: 

2'G"x6'6" W 

2'0"x6'8" W 

2'4"x6'6" \W 

V 4" x 6' 8" W 
2'6"x6'6" \W 

V 6" x6' 8" W 
2'8"x6'8" \W k \y 4 " 
3'0" x6'8" ]}£" & \y A " 

3'0" xVO" \y & " & \y 4 » 




Curtis designs which have been 
favorites for a long time are 
bound to have imitations. Cur- 
tis construction, however, is 
not being duplicated. You can 
be sure of getting top-notch 
quality as well as the desired 
design by getting woodwork 
with the Curtis trademark. 

DOOR C-308 
is furnished in white pine with 
fir panels, and in plain oak or 
unselected birch with panels of 
the same woods, in the follow- 
ing sizes: 

2'0"x6'0" W 

2'0"x6'6" W 

2'0"x6'8" W 

2'4"x6'6" W 

2'4"x6'8" W 

2'6"x6'6" IH" 

2' 6"x6'8" W & \y A " 

2'6"x7'0" \y & " & \y A " 

2'8"x6'8" W& WaT 

2'8"x7'0" W& \y 4 " 

3'0"x6'8" W& \y 4 " 

3'0"x7'0" \y%" k \y 4 " 



When divided into small panes 
of glass, as in Curtis Doors 
C-321 at the right, French 
doors become a very decorative 
feature of the living portion of 
the house. French doors are 
especially useful when leading 
to porches, where they serve 
both as window and door. 

DOORS C-321 

are furnished in white pine, 
plain oak, or unselected birch, 
in the following sizes: (Hard- 
wood doors in \y A " thickness 
only). 

Sizes 

2'0"x6'8" W & W 

2'0"x7'0" 1#"& WaT 

2'6"x6'8" W& WC 

2'6"x7'0" \W f & W\" 

Opening Sizes 

Per Pair 

4' 0" x 6' 8" 

4' 0" x 7' 0" 

5'0"x6'8" 

V 0" x T 0" 
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JLwo-panel doors will always be in good taste. They have an 
appearance of fine simplicity, but are attractive. They are rea- 
sonable in cost and wear well. This pattern does not belong to 
any particular period or style, and so is often chosen by archi- 
tects to use in small homes as well as large ones, and for both 
main rooms and less important ones. Because it is so universally 
suitable, Curtis Door C-304 is carried in several kinds of woods 
to harmonize with various interiors and take any desired finish. 
It is manufactured in large quantities, which lowers the price, 
but the high Curtis standard of construction is maintained, in- 
suring you of good service. Flat laminated (three ply) panels of 
excellent proportions are outlined with Curtis ovolo molding. 

DOOR C-304 

is furnished in white pine with birch panels, and in white pine, plain oak 
or unselected birch with panels of the same woods, in the following sizes - 

V 0" x 6' 0" 1 W 

V 0"x6'6" 1*6 



2'0" 

V 4" 
2' 4" 

V 6" 



II 



x6' 
x6'6' 
x 6' 8" 1 
x 6' 6" 1 H 



m 



V 6" x 6' 8" 


1?4" & 1M 


V 6" x 7' 0" 


1 W & 1 Va 


V 8" x 6' 8" 


134" & 134 



v 8"x7'0" \y 8 " & \y 4 » 
V 0"x 7'0" W& \y A » 




Trim C-1620. A very attractive, simple 
trim with back hand and beaded edge 
molding. Curtis hardwood trim is cut to 
length, so that on the job only fitting is 
necessary. This saves waste as well as 
time and errors in figuring out how to 
cut the trim to best advantage. 



Trim C-1685. This neat trim is practi- 
cal and inexpensive. The casing is only 
l$i" wide, and demonstrates the fact 
that trim need not be heavy and clumsy 
in order to be plain. For the other mem- 
bers of this or any other Curtis trim, see 
the Curtis catalog. 



SOMETHING ABOUT HOW CURTIS DOORS ARE MADE 



When you buy a door, all that you see on its sur- 
face is how it looks. You do not see how it is 
made — unless it is a very poor job indeed. You 
rather take it for granted that the door is made right 
and is going to stand the sort of wear and hard service 
and exposure that most doors get. You will not be dis- 
appointed in this, if you choose a door that bears the 
Curtis trademark, which carries with it 
the Curtis guarantee. 

Those who are interested in the 
through-and-through goodness of Curtis 
doors — the value which you cannot see on 
the outside — will find below a few details 
of Curtis door construction. 



There are two general kinds of doors, solid and ve- 
neered. Hardwood doors are always veneered, for a 
solid door of oak or birch would be too heavy to be 
practical, and would not hold its shape. Veneered con- 
struction takes advantage of the beautiful grain of the 
veneer, and yet retains the lightness of weight and the 
non-warping quality of the white pine core. 






Flush Molding 


Ovolo Molding 


134" Door 


l3/£" Door 


ItV' Panels 


A" Panels 



Ovolo Molding 
1 34" Door 
W Panels 



Figure 1. The two different moldings on Curtis doors are 
the ovolo, which is cut directly on stiles and rails, and the 
flush, which is a separate applied molding. In Curtis con- 
struction the flush molding is nailed to a spline, not to the 
panel. The illustrations above show solid raised panels. 
Doors with laminated panels are molded in the same way, 
the laminated panels being always A" thick, regardless of 
the thickness of the door. 




Figure 2. All doors, whether solid 
or veneered, consist of stiles (B), 
rails (A), and panels (C). The 
panels fit into grooves in the stiles 
and rails. These are held together 
by means of dowels (D). Each 
dowel has a groove in its surface to 
permit greater distribution of glue 
on the dowel. 



Figure 

ply or 



3. Cross section shows construction of Curtis 3- 
laminated panels. The two face veneers (A) are 
glued to the core veneer (B) with the 
grain running at right angles. The laying 
of the grain of the core at right angles 
to the faces prevents swelling, shrinking 
or warping. Before being put through 
the sanding and polishing machines, the 
completed panel is ty&" thick, and in all 
cases the relative thickness of each ply 
has been worked out to give most satis- 
factory service. All panels are made with 
waterproof glue (Curtis formula) which 
causes no objectionable stain to show on 
the panel surface, yet insures against 
damage from excessive moisture. Selected 
core veneers, and glue of the very highest 
adhesive strength, are 
additional factors in 
the wearing qualities 
of Curtis panels. 



Figure 4. Cross section of solid raised 
panel. Solid raised panels /fV" thick 
(A) are recommended in Curtis lyf 
doors. They are also made with A" 
panels, a difference in panel thickness 
of y^" on each side. Solid raised panels 
T V' thick (B) are recommended in 
Curtis 1W doors. These are also fur- 
nished with tV' panels. The thicker 
panels are recommended not only be- 
cause the marked sharp raise adds to 
the appearance of the door, but be- 
cause they are more solid and durable. 
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THE CHARM OF BUILT-IN FURNITURE 

There is an indescribable charm about rooms that have fireplaces, and built-in 
bookcases, china closets and window seats. One cannot enter them without feel- 
ing that here is a place that someone loved enough to study its needs and those 
of the family within it; someone called this home and planned to live here always. 
Here are books belonging to the very house, that welcome us with a friendliness as 
warm and real as the human hospitality that's here. Here the co^y seat invites us in 
the firelight. Here the china cabinet, where the wedding silver and "company" 
dishes find place and look their best. Here in the kitchen, an array of built-in cases 
and tables, spotlessly neat, proclaim the busy, efficient housewife. What a wealth of 
linens and fluffy blankets can be stored in this linen closet, with thoughtfully- 
planned trays and shelves. Delightfully feminine this dressing table, and the trays 
and hanging closet that flank it I Really fine things they are, too— not just glorified 
dry goods boxes! 

Surely it is a pleasure to explore the fascinating field of permanent furniture 
that will make this house of ours — whether new or old — something more than mere 
walls and roof to shelter us from the weather. 
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A WORTHY MANTEL GRACES THE HEARTH 

) k 

J 




For the living room or dining room of the 
smaller home, or for a bedroom, this charm- 
ingly simple mantel is the keynote of a dis- 
tinctive interior scheme. 




MANTEL 0615 



is furnished in unselected birch, and has the 
following measurements: 

Height to top of shelf 

Width overall of shelf 

Width of shelf 

Height of brick opening 

Width of brick opening 



MANTEL C-619 

is furnished in plain oak or unselected birch, 
and has the following measurements: 



-*•><* v*v* * 



10& 

10 

3 



Height to top of shelf 
Width overall of shelf 
Width of shelf 
Width of return to wall 
Width of plaster breast 

above shelf 
Height of marble opening 
Width of marble opening 



" 

Wa" 
3/ 2 " 

8 " 




Slender round pilasters and the graceful 
curves of the facing under the shelf of this 
lovely mantel follow the classic lines so uni- 
versally admired in Colonial work. 



MANTEL C-616 




is furnished in unselected bird 


1, and has the 


following measurements: 






Height to top of shelf 


4' 


3//' 


Width overall of shelf 


y 


4/ 2 " 


Width of shelf 




9 " 


Height of tile opening 


y 


m* 


Width of tile opening 


y 


n " 



'Jlkaming. the vibrant mi- 
rage in.fbe glowing coals of 
the hearth-fire, the mantel 
completes a soul- satisfying 
picture. With a worthy 
mantelpiece, the rest of the 
room may go without any- 
special treatment and still 
never seem plain or unfin- 
ished. Here, then, is no 
place for ostentation, for 
gingerbread woodwork, for 
untrained construction. For 
"hearth," you know, is just 
heart with an "b" added to 
stand for "home" 



f 





A. perfect mantel for the Co- 
lonial house is Q617 at the left, 
modeled after the fine old chim- 
neypieces of a past generation. 
Fluted pilasters support the 
narrow shelf. Moldings and 
other details of great delicacy 
give it dignity and refinement. 
Yet it is simple and pleasing. 
Curtis construction insures you 
that it will stand exposure to 
heat without joints opening up 
to mar its perfect design. 

MANTEL C-617 

is furnished in unselected birch, and 
has the following measurements: 

Height to top of shelf 4' 4§^" 
Width overall of shelf 5' 9M" 

Width of shelf 6M" 

Height of brick opening V 3j% 

Width of brick opening 3' 1 1 



SOUND CONSTRUCTION 



No 



I o woodwork in your home is put to 
more severe tests than your mantel. 
Sudden heat changes open up joints 
that are only nailed or glued butt joints, 
as in ordinary millwork. Curtis mantels 
are put together with tongue-and- 
groove, spline, or niortise-and-tenon as 
well as gluing and glue blocks. Mantel 
shelves are screwed — not nailed — to up- 
right members. 

Only carefully selected wood is used. 
Curtis mantels are hand-sanded and 
carefully braced for shipping. 





THE CURTIS LOCK-MITER JOINT 
shown above at the left far exceeds in 
strength and good appearance the common 
nailed butt joint shoivn at the right. The 
lock-miter joint is used in making mantels, 
square newels, and in Curtis permanent 
furniture, whenever possible. It holds like 
a bird's-claw grip, and obviates nails and 
exposed end-grain wood at the corners. 



SEEING IS BELIEVING 



w„, 



'hen you see the actual Curtis 
Woodwork, either in someone's home or 
in your lumber dealer's stock, you will 
realise more strongly than ever before 
just how beautiful woodwork may be, 
and how important a factor in your 
home. To see even one piece of Curtis 
Woodwork — beautiful and correct in 
design, strongly and carefully made — 
will prove to you that it will beautify 
your home and that it will return long 
service. Buying quality at the outset 
saves expense and dissatisfaction later. 
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WHERE HOMELIKENESS AND HOSPITALITY REIGN 



When memory carries us back to the happiest hours of life, how 
many of those never-to-be-forgotten pictures are of family gather- 
ings about the festive board! Good digestions, good cheer, and 
permeating all, the sense of homelikeness and hospitality. 

More than a little of that feeling comes from the surroundings, the 
background of the room itself. The glint of glass and silver on the table 
are repeated in china cases and sideboard built-in as a part of the very 
house. Not jerry-built, these — here today, tomorrow gone; but the beautiful 
handiwork of master designer and skilled craftsman. Every woman whose 
eyes shine just a bit brighter at the thought of pretty dishes will find in these 
pages a worthy setting for her most treasured possessions, a background for 
the homelikeness and welcome she wishes her home to express. 

China Closet C-700. shown on this page, is furnished in unselected birch, with 
triangular back to set in corner. Overall size of case, 8' 1" high, 3' 8j^" wide, 
counter line, V 4" high. Rough opening, 7' 6" high. To be set in a corner 
measuring not less than 2' 9^4" each way along the wall. There are three 
adjustable shelves above, with shaped front edge. One adjustable shelf below. 
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China Closet C-703 



The "something" which gives charm to a piece of furniture 
whether permanent or movable — is design. Some authori- 
ties have called design the most important attribute of 
any interior furnishing. Certainly, to produce good design 
requires artistic ability, knowledge, expert skill. Curtis perma- 
nent furniture is designed by recognized authorities. 

But good design is not the only requisite of good furniture. 
If its charm is to be lasting, it must be well made, as well. 

Every piece of Curtis permanent furniture is made with all 
the attention to details of construction that is given to movable 
furniture. The wood is carefully selected for color and grain, 
and is kiln dried to the moisture content of the average room, 
so that it will neither shrink nor swell when in use. The lock- 
miter joint that is used in all Curtis cabinetwork has long been 
famed for its appearance and its holding quality. It is shown 
on page 14. 

The face stock of Curtis cabinets is VA" thick, instead of 
Ya" as in ordinary millwork. This added thickness protects 
against warping and gives extra strength. 

Curtis permanent furniture comes to you set up, ready to 
put in place. It is so well sanded that hours and dollars are 
saved in preparing it for the finishers. 

These are only a few of the under-surface values you get 
when you buy woodwork that bears the Curtis trademark, rather 
than millwork which merely "looks something like" Curtis 
designs. 



NEW-OLD-FASHIONED CORNER CHINA CLOSETS 



Quaint and wholly charming are these modern china closets, reproductions of the 
old-time corner cupboards. Even the simplest Curtis cabinet is a thing of beauty, 

built to endure for generations. 



Harly in the 1700's an architect-carpenter built a house in a little Con- 
necticut village, and fashioned for it a cupboard like C-703 above, 
hewing it out by hand. After generations had used and admired his 
handiwork, his china closet found its way into the Metropolitan Museum 
of Art, in New York City, where you may see it now if you wish. 

In order that builders of small homes today may have just such 
charming things in their houses, the Curtis Companies are making this 
exact reproduction, and making it in quantities so that it is reasonable 
in cost. , 

The trim which frames C-703 and C-704 into the wall is ordered 
separately to match the trim in the room. Thus either of them har- 
monizes perfectly with any interior in which it is used. When the ceiling 
of your room is higher than the case, the space above is simply plastered. 
There are other designs of china closets in the Curtis catalog. 

The measured diagram below is a cross-section of the two china closets 
on this page. It shows just how the cabinet fits into the corner. House- 
wives will be especially glad to note that there are no sharp, hard-to- 
clean angles at the back of shelves. 



C-703 AND C-704 

on this page, are furnished 
in plain oak or unselected 
birch, with triangular back 
to set in corner. Rough 
opening 6' 9 l / 2 " high. 
Countershelf 2' 9" high. To 
be set in a corner measur- 
ing not less than 2' 9" each 
way along the wall. Three 
adjustable shelves above 
and one below the counter- 
shelf. 




Plan Above 
Counter 



Plan Below 
Counter 



China Closet C-704 







Sectional Plan of C-703 and C-704 




16 




HOMEMAKING BEGINS IN THE KITCHEN 

A spotless, cheerful kitchen of factory-like efficiency has the same engrossing 
interest for the Colonel's lady as it does for humble Judy O f Grady. Every 
homemaker knows, down in the woman's heart of her, that most of her work- 
ing day is spent in this engine-room of the house. She knows that an attractive, 
convenient kitchen makes her tasks easier and her disposition pleasanter, in a way 
that reflects itself on the entire household. The house with the Queen Anne front 
and the Mary Ann back is passing into deserved oblivion, as housework has changed 
from hopeless drudgery to a scientific task, with a full quota of labor-saving devices 
and built-in conveniences. 

Who could be satisfied to give things "a lick and a promise" in a well-kept, 
well-arranged, well-equipped workroom, such as the one pictured here? In the 
Curtis line are dressers, worktables, ironing boards and dining alcoves to make 
your kitchen fit you. With a kitchen like this, one knows that there will be a well- 
cared for and contented family, who believe in their home and who appreciate 
Mother. 
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Hven "Blue Monday 1 is not 
so universally dreaded as is the 
ironing day that follows. What 
a help is a Curtis ironing 
board! It is always ready for 
service, as handy for a bit of 
pressing as for the week's iron- 
ing. When not needed, it is out 
of the way in a minute, with- 
out awkward, heavy lifting. It 
has its own special cabinet 




where it is kept clean and out 
of the way, but always at hand 
ready for duty. It has a brace 
that holds it perfectly rigid 
while in use, and yet permits a 
garment to be slipped over the 
end without interference. It 
may be placed zvhere the light 
is best for working, and lasts 
as long as the house itself. 




Ironing Board C-770. 
Overall size including 
trim, 1' 1194" by 5' 7" by 

Wa" ■ Rough opening re- 
quired I' 7J4" by 5'2y 2 " 
by 4^", cut T 4" from 
the floor. The board it- 
self is 1434" wide, 4' 6" 
long and \%" thick. Ad- 
justable in height. At the 
lower adjustment it is 2'- 
9" from the floor and at 
the higher adjustment 
3' 2". Furnished complete 
with wall case. 



D, 



mning Alcove C-742 is fur- 
nished in white pine or yellow 
pine. It is suitable for a space 
about 5' 6" wide, although it 
may be used in a space some- 
what narrower or somewhat 
wider, according to the distance 
the benches are set from the 
table. Seats have four-panel 
backs. Table has a brace be- 
low, attached with screws and 
angle irons. This alcove is also 
furnished completely machined 
and fitted knock-down, neatly 
packed in a fibre board carton. 
In this form the cost is some- 
what less than when set up. 
Table may be purchased separ- 
ately. 

The table toto is 2' 6" by 4 r 6" and is 
Z* 6" high. The overall dimensions of 



LABOR SAVING BUILT-INS 

Perhaps no other labor-saver in the Curtis line has 
had more hearty and immediate approval of Ameri- 
can housekeepers than Curtis ironing boards, with 
their many improvements over ordinary ones. They 
may be installed either in a house already built or in 
a new house, using a very small wall space. 

Built-in ironing board and wall-cabinet C-770 is 
shown above and on page 17, in position for work. At 
the left it is shown folded up, held in place by a catch. 
It has a small metal adjustment with a play of five 
inches to make the board higher or lower to suit the 
comfort of the worker. Ratchets on the free end of the 
board level it. 

The door may be removed while ironing, as shown 
at the left and on page 17, if attached with ordinary 
screen or storm sash hangers. This method is good 
where wall space is limited. Or the door may be hinged, 
as shown at the right. Ironing board C-772 has a handy 
lower cabinet. 

The cases are of yellow pine and the boards of white 
pine, which has a natural freedom from warping. 



each seat are /' 6" 
and ¥ 6" high. 



wide, 4' 6" long 





Ironing Board C-772 is 
built to fit between studs 
spaced 16" on centers. It 
lines up with a 6' 8" door. 
Rough opening required 
1 W by 6' 10" by 43/6". 
The board itself its \\y%" 
wide, 4'G" long and $4" 
thick. Non-adjustable in 
height. When in position, 
the board is 2' 8^" from 
the floor. Furnished with- 
out casings. Either Y%" or 
Vat" casings may be used 
in trimming this board. 



JLn many modem small homes, 
where formality is dispensed 
with for the sake of economy 
and simple homines s } the dining 
alcove entirely replaces a din- 
ing room. The co^y little nook 
does duty for all but company 
meals, and on state occasions 
the living room is requisitioned. 
There is real commonsense in 
this arrangement, for the alcove 
takes only a fourth as much 
space as a dining room. That 
means a saving, not only in cost 
of building and upkeep and 
heating, but also in the labor of 
cleaning. 

No end of clever decorative 
schemes may be adapted for the 
dining alcove to add to its fur- 
nishing value and attractiveness. 
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WISE ECONOMY BUYS THE BEST 



In the ideal kitchen, every available foot of 
wall space is used for built-in equipment 
which will not have to be moved for clean- 
ing. Properly arranged for routed work, the 
kitchen becomes a compact laboratory where 
the housewife need not waste a single step. 

The requirements for kitchen furniture differ 
from those for other rooms, but they are no less 
important. It must be, above all, convenient 
and sanitary. Inexpensive wood and plain de- 
sign are to be desired. But it is a mistake to 
think that "any old thing" will do — that here 
is a good place to economize. 

Suppose you bought a kitchen dresser for a 
few dollars less than the Curtis dresser. True, 



the back is grease-collecting beaded ceiling, in- 
stead of a clean, smooth panel that will not 
warp; and it does require several extra hours 
of sanding by your workmen. Under constant 
use its cheapness soon comes to the surface in 
faulty construction. Drawers pull apart at the 
joints or slide in crooked and stick exasperat- 
ingly. Door panels split. Metal parts rust. You 
look for the guarantee, or at least the trade- 
mark. You don't find it. 

Even though you bought that dresser for less 
money than the Curtis dresser, you paid an ex- 
travagant price. Flimsy construction and ugli- 
ness, whether in your front entrance or just 
your ironing board, are expensive at any price. 




A room -end of worktables and dressers is an ideal grouping 
of kitchen furniture. It is neat and compact, and by centraliz- 
ing one's work, it saves many needless steps. Of course, any 
Curtis dressers may be used with any Curtis worktable, to form 
a room-end of just the right size for your kitchen, and to give 
you just the cupboard and working space you want. 



The thought of a 
thoitsand meals a 
year loses its terrors 
for the housewife 
with a carefully 
planned workshop. 
Surely no one could 
find 1 ousehold tasks 
irksome with such 
built-in equipment. 
Here, within arms 
reach are dishes and 
supplies and cooking 
utensils; here are 
aprons and towels, 
breadboards and bins 
and working space. 



Worktable C-761, below, 
may be used separately 
or in combination with 
Curtis dressers. Top is to 
be cut out on the job to 
receive your sink. The 
top is 6' 1" by 1' 10^", 
and the counter 2' 10" 
high. 



The combination kitchen dresser and work- 
table above consists of two Curtis dressers 
C-752 and worktable C-763. All of these 
are furnished in Southern pine. The complete 
combination is 10' 11" wide and 8'4>4" high 
including top section. Each dresser is 2' 11^4" 



wide. Depth V \y 4 ,f above and 1' 5%" below 
the counter; the worktable extends 5" further 
out. Worktable is 5'0" wide and 1' 9%" deep 
with top b f 2" by 1' \0y 2 ". Counters 2' 10" high. 
Dresser C-752 is shown again on page 20. Other 
worktables are shown in the Curtis catalog. 
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You may have a top section on any Curtis dresser or not, just as you 
wish. It is furnished either with glass doors or wood ones, and either 
two or three doors wide to correspond with the dresser. Its height is 
1' 3$i"> waking the total height of the dresser 8' 4%", ceiling height 
tn most kitchens. Thus a top section eliminates any dust collecting 
and hard-to-clean place on top of the dresser. 




The open space above the counter in Curtis kitchen dressers is 1 2" 
high, just enough to provide a comfortable working space. In the 
cases above the counter are two adjustable shelves. You may have 
wood paneled doors like those on the facing page, if you prefer. The 
overall width of the dresser is 4' 6" ; the cases are I' 1$%" deep; 
the overall height of the dresser without top section is 7' 0y 2 " '. 
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This is one of the two standard arrangements for the lower section of 
a Curtis three-door cabinet. If you do not need the flour bin in the 
kitchen dresser, you may order the other, which has a compartment 
in the center and a drawer-unit at each side. The counter is 2' 10" 
high, the ideal working height. It is 4' 6" by V 5%" ', and projects 
4" beyond the top section of the dresser. 



The Three Sections Shown Above Constitute 
Curtis Kitchen Dresser C-750 



SOME ADDED VALUES 

Curtis kitchen furniture is carefully- 
designed equipment, not jerry-built 
boxes that any handy-man could nail 
together. It comes to you set up, ready to 
install. In all details each piece is planned 
with little extra conveniences and sanitary 
features that every woman appreciates. 

The flour bins lift entirely out for cleaning 
and airing. Instead of metal hinges, they 
operate freely on wooden moldings specially 
made to prevent the bin from falling out. 
Counters of the right height for working — 
2' 10" — prevent tired backs. Where dressers 
and tables rest on the floor, toe-room is pro- 
vided for the worker. Below all breadboards 
is a dust-shelf to prevent crumbs from fall- 
ing below. 

Curtis ironing boards are comfortable in 
height, and perfectly rigid in use. They are 
built up of non-warping white pine. 

The same construction methods are used 
in the making of Curtis kitchen furniture as 
for china closets, dressing tables or any other 
Curtis furniture. 

These and dozens of other details of care- 
ful planning make Curtis products a good 
buy. 



C-752 
Tastefully finished 
dressers are really 
decorative. Curtis 
construction pro- 
duces neat joints and 
corners and smooth 
surfaces, so essen- 
tial to good appear- 
ance. 
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Hvery good housekeeper knows that order is the first 
law of the kitchen as well as of heaven, Curtis built-in 
dressers are a first step toward order. 




C-757 
Built-in dressers and 
worktables entire- 
ly supplant the old-style 
pantry in many houses, 
saving miles of wasted 
steps. There is a sug- 
gestion of orderliness 
and cleanliness about 
such dressers as these, 
which speaks of efficient 
management of the 
household. When kept 
well painted, they are 
easy to clean and sani- 
tary. A color scheme 
to suit your individual 
taste may be used in 
finishing them, making 
the kitchen one of the 
most attractive and 
cheerful rooms in the 
house. 



There is not room in this book to show all the various 
kitchen dressers which are standard Curtis designs. All of 
them, however, are made up of the units shown on these 
two pages. 

So, if you wish a dresser three doors wide, with upper and 
lower section and top section, all having wood doors — we have 
that. Or if you want it only two doors wide, with glass doors 
above the counter, but paneled doors in the top section, you may 
have that also. Perhaps you want only the lower section, as a 
worktable; you may order it so. Thus you may select just the 
kind of a cabinet that fits your needs and the space you have, 
wide or narrow, high or low, with glass or wood doors. 

All lower compartments, of course, have wood doors. The 
two-unit base sections have two bread boards, two drawers, and 
either two compartments (with a stationary shelf in each), or a 
flour bin at the left and a compartment at the right. 

The three-unit base sections have three bread and meat 
boards, and are furnished in either of two standard arrange- 
ments: Either with flour bin at the left, drawer-unit in the cen- 
ter and compartment (with stationary shelf) at the right; or 
a compartment in the center with a drawer-unit at each side. 

Curtis kitchen dressers and worktables are furnished with 
finished ends and may be set out in the room or built-in, as 
wanted. They are built of Southern pine, an inexpensive but 
satisfactory wood, which is well suited for either natural or 
painted finish. 




The additional section at the top is a good 
place to keep reserve supplies or seldom-used 
articles, where they will not take up needed 
space, and yet will be convenient. Some pre- 
fer wood doors for the top section, even with 
glass doors in the main cabinet. 




The same description applies to this two-door 
section as to the three-door one on the facing 
page, except that its width is V liy 2 ". Using 
the wide and narrow dressers in your kitchen 
to fill wall-spaces of various sizes, you can 
provide a place for everything and keep your 
workroom neat and uncluttered. 




One of the two standard arrangements for the 
lower section of a Curtis two-door cabinet. 
The other has flour bin and compartment in- 
stead of two compartments. The measurements 
of either are the same as those of the three- 
door lower section given on the facing page, 
except that the two door sections are only 2'- 
II y 2 ". For detailed specifications of various 
Curtis dressers, see the Curtis catalog. 



The Three Sections Shown Above Con- 
stitute Curtis Kitchen Dresser C-755 
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THE PLEASANT DUTY OF LOOKING YOUR BEST 

A ge-old is the feminine longing for charm and beauty; ultra-modern j — ^ 

l\ the recognition that personal appearance is also a business and 
L JL social asset. Looking your best at all times has delightful first-aid 
in Curtis built-in furnishings in the bedroom, that most personal of all 
rooms. Dressing tables, tray cases, clothes closets win the womanly 
heart with their convenience and comfort, and merit masculine approval 
with their efficiency and space-saving features. 

Here one may sit comfortably to dress, with large plate mirrors 
in which you may see the back and sides of hair and collar as well as the 
front. Here the dozen and one toilet articles are all within reach and 
yet with a hasty closing of drawers and cabinets they are neatly out of 
sight, instead of disarranging the dressing table. 

Here are compact wardrobes where every inch is utilised for cloth- 
ing. Here are tiers of removable trays of different sizes to hold every 
needed accessory of dress. Would not such bedroom furniture help you to 
do full justice to the fine art of looking your best? 



\ 










Dressing Tables may be used individually or with any desired combination of tray cases and hanging closets. 
C-810 (large illustration) fits into a plaster opening 4' 4" wide; C-811 (small illustration) into a plaster opening 
2' 10" wide. Both dressing tables are 6' 9" high and V 8 l / 2 " deep, with counter V 6" high. Both are furnished 
in unselected birch. Dressing stool C-815 is V 10" long. 1' wide and V 5W high. Furnished in unselected birch. 
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MAKING THE MOST OF YOUR HOUSE 

There are Curtis built-in conveniences for every room in the 
house— serviceable, compact things that will increase the 
comfort of your home and enable you to use every foot of 
space to advantage. The sloping ceiling that seemed a defect 
becomes a desirable feature when the space under the eaves is 
utilized for a Curtis built-in dressing table or room end with 
hanging closet or tray case. The chimney corner may also be 
used. For the small space there is a narrow dressing table and 
for the larger space a wider one. 

There are hanging closets that hold much in small area be- 
cause they waste no space for unneeded standing room. There 
are tray cases provided with trays of various sizes and with 
half enclosed ends to enable one to see at a glance just where the 
wanted garment is, Hanging closets, tray cases and dressing 
tables are of uniform height, so that they may be used in any 
desired combination, as well as separately. 

For bedding and household linens the linen case is indis- 
pensable. Trays and drawers provide ample place for linens, 
while the open space above serves for bulkier blankets and com- 
forters. Curtis linen cases, like the tray cases and hanging 
closets, are properly sized to be neatly enclosed by interior doors 
like the others in the room. Doors and trim are to be ordered 
separately to match the others in the house, making these built- 
in features a real part of the house. 

Curtis medicine cabinets are fitted with shelves and plain 
plate mirrors 16" by 20". C-816 has a handy built-in shelf, out 
of the way of accidents. 




Linen Case C-813 consists of two deep drawers, 
and above them five removable trays with open 
fronts. The case is furnished in white pine. 
It fits into a plaster opening 2' 6" wide bv 2' 4" 
deep, and is intended for use behind a dooV 2' 4" 
wide matching the others in your room. 
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PLACE FOR EVERYTHING 




Tray Case C-8I2 above con- 
sists of six removable trays of 
different sizes, with half lronts. 
It is furnished in white pine. 
The case fits into a plaster 
opening V 8" wide bv V 4" 
deep. 



Hanging Closet C-814 below 
consists of shelf, rod and shoe- 
rack. Furnished in white pine, 
for closet of any desired width 
and depth. 




J ust as the little accessories of dress are 
often the making of the costume, the little 
built-in accessories in the house are the 
making of the perfect home. Where a 
place for everything is provided, just 
where it is needed, it becomes second na- 
ture to every member of the family to 
keep things where they belong, and thus 
simplify the housewife's work of main- 
taining neatness and order. 



v, J 





Medicine Cabinet C-8 16 is 
furnished in white pine. It re- 
quires a rough opening I' 954" 
by 2' 6J4" by W. 



Medicine Cabinet C-8I7 is 
furnished in white pine. It re- 
quires a rough opening V 9 l / 2 " 
by V l/ 2 " by 4j/r. 
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THE STAIR — AUTOCRAT OF THE INTERIOR 



What the entrance is to the exterior, the stair is to the in- 
terior of the home. It sets the keynote, for it is the first 
thing that meets your eye and claims attention when 
you enter. First impressions which it creates cannot be wholly 
eradicated afterward by any other feature, however good. The 
rest of the house can be no more worthy than the stair. 

In Curtis stairs, Curtis Woodwork reaches its acme. From 
the graceful curve of volute or bend of easement to the smallest 
detail of beautifully proportioned balusters or contour of mold- 
ing, Curtis stair parts are designed with care worthy of their 
importance in the house as a whole. And from the most intricate 
electrical operation to the smallest wedge, no pains are spared to 
perfect their construction, making them strong and durable as 
well as handsome. 



Stair C-900. shown above in a long straight flight, 
is illustrated in another setting on page 25. 
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Volute C-956 (left) and gooseneck C-958 (right) show 
a faultless form possible only with highly specialized 
machinery and expert skill. Either may be ordered to 
match any Curtis rail of Colonial pattern, and can be 
used with a balustrade of any pitch by beveling to the 
correct angle at the meeting point. A bolt and dowel 
pins insure a secure, close-fitting joint that can never 
get out of line or loosen. 
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I o two stairways are alike. Some have 
more, some fewer steps; some have platforms 
and turns, others do not. Naturally it is im- 
possible to show stairs of every conceivable 
plan. The illustrations here are suggestions 
only. You may order the separate parts- 
balusters, risers and so on — or you may order 
a complete stair for any house plan. The 
complete stair is fitted at the Curtis factory. 
With it are furnished balusters, rail, newels 
and necessary goosenecks, easings and volute, 
together with all treads, risers, wall and face 
strings, coves, wedges, nosings and well-hole 
casing if any, as required by the stair plan. 
Base boards and rough horses are not fur- 
nished. 



STAIR G-902 
The beauty of this Colonial stair is 
due to balusters C-940, starting newel 
C-920, landing newel C-930 and hand 
rail C-952. These are furnished in un- 
selected birch. 
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Stair C-900. This interesting ex 
ample shows balusters C-943, start- 
ing newel C-923, landing newel 
C-933, starting tread C-960% vo- 
lute C-956, hand rail C-9S3, goose- 
neck C-958 and easing C-957. These 
parts are furnished in unselected 
birch. 



Stair C-903 is composed of the 
same parts as stair C-902 at the 
top of the page, except that it 
has volute C-956 with starting 
tread C-960^ and starting newel 
C-924. All the parts are fur- 
nished in unselected birch. 



Lour stair is the largest- 
piece of woodwork in the 
house. It is conspicuous and 
so must be beautiful. It 
must stand hard and con- 
stant wear and so must be 
made right, through and 
through. Any defect either 
in appearance or service will 
be magnified by daily irri- 
tating contact. These pic- 
tures give you some idea of 
the handsomeness that Cur- 
tis balusters, newels and 
other stair parts produce. 
But surface value—design 
— is not enough. Only by 
knowing that the Curtis 
trademark is on those parts 
can you be sure of Curtis 
quality. 
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Stair C-904 is shown here with 
starting newel C-921, landing and 
angle newels C-931, starting tread 
096X% volute C-956, easing C-957, 
gooseneck C-958, hand rail C-955 
and balusters C-941 all of which 
are furnished in unselected birch. 



Stair C-907 is furnished in un- 
selected birch, and is suitable fo* 
enamel, mahoganized or natural 
finish. The parts used here are 
starting newel C-922, landing 
newel C-932, hand rail C-954 and 
balusters C-942. 
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perfect job of finishing requires 
woodwork that is made right and properly 
prepared to take finish. Curtis stairwork 
is that kind. Woods are selected for color 
and grain, for freedom from defects of 
any kind, and for resistance to "raised 
grain." Kiln drying insures against swell- 
ing or shrinking in use, which would mar 
the smooth surface. Curtis stair material 
is thoroughly sanded, and is carefully 
packed to arrive on the job clean and 
unmarred. 

STAIR C-908 
Slender tapering spindles help to form 
this graceful balustrade that is appro- 
priate in the house with painted wood- 
work or with stained woodwork, as 
here. The starting newel is C-922, 
landing newel C-932, starting tread 
G-960 l / 2 , hand rail C-954, balusters 
C-942, volute C-956, gooseneck C-958. 
These parts are furnished in unselect- 
ed birch. 
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f HETHER YOU want 

a stair of slender 
parts with a balus- 
trade whose grace and 
beauty indicate Colo- 
nial inspiration; or 
whether your house 
requires a stair with 
turned balusters, or 
per hap s one with 
simple, straight lines, 
you may choose Cur- 
tis stair mateital to 
produce j,ist the har- 
monizing architectural 
type. 



Stair C-910 has turned 
balusters that are unusu- 
ally decorative. The start- 
ing newel used is C-927, 
landing newel C-937, hand 
rail C-950, balusters C-945, 
gooseneck C-958. These 
parts are furnished in oak, 
yellow pine or unselected 
birch. The four stairs 
shown here are of sturdy, 
excellently proportioned 





Stair C-911. Simplicity 
is the outstanding charac- 
teristic of this dignified 
stair, developed with 
square newel and balus- 
ters. Starting newel C-92S 
is used, with angle newel 
G-939, hand rail O950, 
balusters C-944 and goose- 
neck C-958. These parts 
are furnished in oak, yel- 
low pine or unselected 
birch. 



Stair C-912. When the ends of treads and 
risers are concealed by a face stringer with 
straight edges, it is called a "curb string" 
stair. Starting newel C-925, angle and land- 
ing newels C-934, hand rail C-951 and balus- 
ters C-946 are furnished in oak, yellow pine 
and unselected birch. 



Stair C-913. The interest of this design is 
due to its molded newels and square balus- 
ters. Starting newel C-926, angle newel C-936, 
landing newel C-935, balusters C-944 and 
hand rail C-951 are effectively combined 
here. These parts are furnished in oak, yel- 
low pine and unselected birch. 
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WINDOWS ARE THE EYES OF THE HOUSE 



Just as the whole expression of a face depends upon the eyes, 
so the whole effect of a house is due to its eyes, the win- 
dows. No single feature of the exterior does more to make 
or destroy the good appearance of the house than its windows. 
Whatever its type, a house with windows poorly proportioned, 
badly placed, or ugly in design, cannot have charm. 

Like the eyes of the body, the chief function of the eyes 
of the house is a practical one. Windows were made to pro- 
vide light and ventilation. To do this without weakening the 
weatherproofness of the walls, both windows and their frames 
must be made with utmost precision. Curtis openings meet 
the requirements of architect, home-builder and contractor in 
all points. 

Curtis Window C-1024 and Shutters C-1165 above are shown again 
on page 28. Dormer C- 1 124 at the right is one of many suggested 
in the Curtis catalog. 
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WINDOW 
C4024 

This interesting window 
has small rectangular 
panes in both upper 
and lower sash, with 
wood muntins. The 12- 
light check rail window, 
\$i" thick, is ordinarily 
used in the following 
opening sizes: 

*2' 4"x3' 10" 

*V 7"x4' 6" 

V 7"x4' 10" 

2' 7" x y 2" 

*V 10" x 4' 6" 

Sizes starred (*) are 

also available y 2 " wider. 




WINDOWS OF BEAUTY INSIDE OR OUT 



Such windows as these have an artistic value and give a sense of privacy and 

shelter that is lacking in large sheets of glass. They form charming pictures 

from within or without the house. 

IT is not enough that windows should be well-designed 
and well-placed, that they should form a good setting 
for a beautiful view. The cheapest windows and 
frames that you can buy might do that. But they could 
not have the Curtis weatherproof construction, which you 
want, to make your home a real shelter. 

Windows which let wintry blasts shrill in and melting 
frost trickle down to rot wood unprotected by putty; win- 
dows that require superhuman strength to open; frames 
that let you "heat all outdoors/' or admit rain to spoil your 
walls and draperies — all these indicate lack of honest con- 
struction which may make the first cost a little less than 
those bearing the Curtis trademark, but which will remind 
you many times every day that such economy doesn't pay. 
The small amount extra that it may take to equip your 
house with the best instead of the poorest windows and 
frames is wisely spent. 

See your Curtis dealer regarding any 
window sizes not listed on this page. 




C-1025 above and C-1027 below are of the 
popular type called "top divided" win- 
dows, because the upper sash is divided 
into smaller panes and the lower sash is 
a single pane. They represent a compro- 
mise in design between the two-light win- 
dow and the window with both sash divid- 
ed into small lights. The upper sash are 
divided three or four lights in width, 
depending upon the width of the window. 
The sizes in which these windows are 
ordinarily used are listed under C-1027. 
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There has always been an artistic appeal about casements. Some types of homes do not seem perfect 
without them, and they may be appropriately used in houses of any type. The choice between case- 
ments and double hung windows is often a matter of personal preference. These Curtis casements, 
I $4" or l$i" thick, are ordinarily used in the following opening sizes (each sash): 



C-1031 (above) 

1-8x2-11*4 

2-0x3- 5/, 
2-0x3-11*$ 



C-1030 (above) 
1-8x3-9^ 
2-0 x 4-5*4 
2-0 x 5-1 # 
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Divided top check rail windows C-1027 
and C-1025, 1^" thick, are ordinarily used 
in the following opening sizes: 



2-0x3-10 
2-0 x 4- 6 
2-0x4-10 
2-4x3-10 
2-4 x 4- 6 
2-4 x 5- 2 



2-6x4-6 
2- 6x4-10 
2- 8 x 4- 6 
2- 8x4-10 
2-8x5-2 
2-10x4- 6 
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JL he chief factor in making any window opening zero- 
proof is its frame. Curtis standard frames are not shown 
in this book, but are available for all standard size win- 
dows and casements, and for any kind of wall construction. 
Curtis frames are made of white pine, which long experi- 
ence has demonstrated to be best of all woods for exterior 
work. They have many exclusive weather-resisting features 
which you will not find in frames that do not bear the 
Curtis trademark. The use of standard sizes of windows 
and frames is one of the best ways of reducing the cost of 
building. 

WINDOW C-1023 

The eight-light check rail window, 1^6" thick, is ordinarily 

used in the following opening sizes: 

•1-8x3-10 # M0x4-6 •2-0x4-6 

Sizes starred (*) are also available 1" wider. 
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_Lodern window openings are 
composed of four parts: the 
frame which holds the sash; 
stops (strips which also hold the 
sash); the window itself; the 
inside finish around the opening. 
Each of these parts has its own 
function, and there is a great 
difference between the best and 
the poorest you can buy. 

WINDOW C4021 

The four-light check rail window, 1^" 
thick, is ordinarily used in the follow- 
ing opening sizes: 

2-1 x3-10 *2-4x3-10 

2-1 x4- 6 # 2-4x4- 6 

2-1 x4-10 *2-4x4-10 

2-1 x5- 2 *2-4x5- 2 

*2-8 x 5- 2 

Sizes starred (♦) are also available 1" 

wider. 



Hven for those places where a small or high 
window is necessary, the Curtis line includes 
artistic and harmonizing designs, such as this. 
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WINDOW 
C-1022 

The six-light 
check rail win- 
dow, 1^" thick, 
is ordinarily used 
in the following 
opening sizes: 

•2-10x2-6 

•2-10x3-2 

•2-10x3-6 

Sizes starred (*) 

are also available 

y 2 " wider. 



See your Curtis dealer regarding any 
window sizes not listed on this page. 




THE 



TW04IGHT 



WINDOW 



JT or those who prefer the two-light window, the Curtis line includes 
the one at the right. This is a type which has been much used during 
the last decade, although the present tendency seems to be toward 
smaller panes of glass. The same high quality of workmanship and 
material distinguishes these as characterizes other windows bearing 
the Curtis trademark. The two-light check rail window Iffl thick is 
furnished from stock in a wide variety of sizes, of which the follow- 
ing are those ordinarily used : 



WINDOW O1020 



1-8x3-2 

1- 8x3-10 
1-10x3-10 
1-10x4- 6 
2-0x3-2 
2-0x3-6 

2- 0x3-10 
2-0x4-6 
2- 0x4-10 



2-0 x 5- 2 
2-2 x 4- 6 
2-2x4-10 
2-2 x 5- 2 
2-4 x 3- 2 
2-4 x 3- 6 
2-4x3-10 
2-4 x 4- 6 
2-4x4-10 



2-4 x 5- 2 
2-4 x 5- 6 
2-6x3-10 
2-6 x 4- 6 
2-6x4-10 
2-6 x 5- 2 
2-8 x 4- 6 
2-8x4-10 
2-8 x 5- 2 
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WHAT MAKES CURTIS WINDOWS BETTER? 

A difference in price usually indicates a difference in value. Here are a few qualities of Curtis 

windows and frames not necessarily evident on the surface, but which, during the life of your 

house prove their value by increased comfort and appearance and longer service. 



Have you ever wondered what it 
is that makes one window bet- 
ter than another brand? Why 
should you trouble to look for the 
Curtis trademark on the sash and 
frames for your house? Taking two 
windows which look very much alike, 
what is the difference which makes the 
Curtis window the wiser buy? 

Briefly, the points of better value 
are: The Curtis window and its frame 
have unique construction features that 
make them more completely weather- 
proof, that effect greater ease of instal- 
lation and operation, and they have 
better proportions and better design. 

The weakest point in double-hung 
(two-sash) windows, from the stand- 
point of weatherproof ness, is naturally 
the check rail, the place where the two most 

sash meet. In Curtis windows, this 
meeting rail is rabbeted as in Figure A, so that it 
resists seven times the wind pressure which will 
pass through the common check rail (Figure C) or 
plain rail (Figure D). Think of the saving in coal 
in heating a house where all the windows have these 
efficient check rails! Think of the greater comfort 
of the house that has no leaky, rattling windows! 

The upright and horizontal wood portions of 
Curtis windows are put together with a mortise- 
and-tenon joint, cut true and made to fit securely, 
so that it cannot pull apart, even after long expos- 
ure to weather. (See bottom of Figure B). 

The glass in Curtis windows is securely fastened 
with zinc brads before the putty is applied, to in- 
sure a tight job. Only the most dependable putty 
obtainable is used. Panes larger than 20x20 are also 
"back-puttied"; that is, putty is forced between the 
glass rabbet and the glass itself. Water from melt- 
ing frost or steam cannot seep into this space and 
cause the wood to decay, loosening the glass. 

Figure B shows the cleanly-cut bore and slot for 
the sash cord. The bore is deep enough for the 
knot in the cord, so that no re-boring is necessary 




zhosen windows are one of the 
satisfying parts of the house, 
from interior or exterior 







There is no detail of exterior woodwork which 
requires more careful designing than dormers. 
When properly proportioned, they add interest 
to an otherwise monotonous expanse of roof. 
Dormers such as ibis furnish excellent light for 
upstairs rooms. 

DORMER C-1116 

includes frame and necessary moldings for 
nine-light sash, glass size 8" x 10", and two 
wing sash. Give roof pitch when ordering. 




Fig. A 




Fig. B 




on the job, and your carpenter's time 
is saved. The double groove (shown 
also in Figure B) is sufficiently wide to 
allow the sash to slide freely over the 
pulley in the frame. The narro*w end of 
the groove fits the cord snugly, pre- 
venting it from getting out of place 
and keeping the knot in the bore. The 
slot extends clear through the tenon of 
the rail. Your carpenter will tell you 
that many sash do not have this fea- 
ture, and when they do not, it is neces- 
sary for him to cut off the tenons and 
smooth up the groove. These refine- 
ments in the construction of Curtis 
windows insure perfect operation of 
the window, and where this work is 
done in the Curtis factory, labor on 
the job is saved and a more perfect 
result obtained. 
Curtis sash are made of white pine, 
an ideal wood for outside use. It resists warping 
effectively; it is unusually free from blemishes; it 
takes the paint well. 

Careful machine-sanding, one of the outstanding 
characteristics of all Curtis Woodwork, is also 
given to Curtis sash. They are ready for the 
painter's brush. 

Curtis standard frames for both windows and 
doors are furnished for every type of opening, and 
for all kinds of buildings, such as siding, stucco, 
brick and so on. Curtis frames are made of white 
pine, which is considered by experts the best of all 
woods for exterior use. They are fitted with 
serviceable cast iron pulleys with lacquered faces. 
Pocket pieces screwed in place are easily removable 
to give access to sash weights. Machine work is 
carefully and thoroughly done. Weather-resisting 
features, which space does not permit enumerating 
here, making a yearly saving in your coal bill. 

The Curtis trademark on sash and frames is 
your assurance that you are getting the construc- 
tion described on this page, and not merely mate- 
rial that "looks like" Curtis designs. 
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Bay Windows are always a delightful feature. 
Small wood parts, narrow cornice, supporting 
brackets and divided-light windows are in good 
taste. 

BAY Oil 10 

includes complete frame with brackets and 
necessary moldings. Frame to accommodate 
one 12-light check rail window and two 8-light 
check rail windows. Glass size 10" x 12". 
Overall width of bay 7' OK". Maximum pro- 
jection from sheathing line 1' 1054". 




Shutters C- 1 165. The 
paneled shutter with 
crescent cut-out in the 
upper panel is always 
interesting and univer- 
sally appropriate. 



Shutters C-1167, Bat- 
ten shutters lend an air 
of security and strength 
that is very effective in 
many types of home- 
architecture. 



SHUTTERS 

While shutters and blinds have practical 
uses, their main function is to supply pleas- 
ing color contrast and to lend the windows 
better proportions. You may use shutters 
for the first story and blinds above with 
good effect Here are Curtis types for every 
house, well-made to withstand the exposure 
that such outside material gets. All are fur- 
nished in the following sizes: 

2- 0x3-3 \%" 2-10 x 5- 3 \%» 

2-10x3-3 l/ 8 " 2-10x5- 7 1^" 

2-10x3-7 1^" 2-10x5-11 lJ/ 8 " 

2-10x4-7 \Y & " 






Blinds C- 1 166. Rolling 
slat blinds of this type 
characterized "the little 
white house with green 
blinds" that our fore- 
fathers built. 



Blinds C- 1 16 8. Sta- 
tionary slat blinds are 
practical and good look- 
ing. They will help to 
keep your house cool 
in summer. 
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LOUVRES 

Louvres are an effective means of ventilat- 
ing the attic space, thus equalizing the tem- 
perature of the house. Curtis louvres are 
equipped with solid hinged backs and sta- 
tionary wire screens. They are framed 
square to fit between studs. Furnished in 
quarter circle, rectangular, half circle and 
triangular shapes in different sizes to cor- 
respond to roof-lines. 



Triangular Louvre C-1 142. 
Furnished in any height 
and for any pitch of roof. 



Half- Circle Louvre 
C-l 144. Sizes: 2' 6" x 1'- 
6"; 3'6"x2'0". 
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In a book of this si%e, everything in Curtis Woodwork cannot, of course, be shown. What you have 
seen and read about in these pages is only an introduction. Even in the lines touched upon, only part of 
the designs available are shown. Included in Curtis Woodwork, although not shown here at all, are: 



WOODWORK 



H,very item of woodwork you 
need in building your home is in- 
cluded in the Curtis line — the ex- 
terior woodwork, doors and win- 
dows and stairs you must have to 
make it practical, the frames to 
make it weatherproof, the trim 
and permanent furniture to make 
it beautiful and livable. 

Your home, no matter what ar- 
chitecture it follows, can be fin- 
ished throughout with Curtis 
Woodwork of appropriate type. 
For the cozy bungalow, the state- 
ly Colonial, the English cottage, 



Colonnades and Inter-room Openings 

Window Seats Wall Paneling 

Sideboards 

Hanging China Closets 

Porchwork Flower Boxes 

Window and Door Frames 

Beam Ceiling 

Bookcases Wainscoating 

Radiator Enclosures 

Cellar Sash 

Exterior Woodwork and Moldings 

Garage Doors 

Screens 

Storm Doors and Storm Sash 



the Western home, or any other 
modern type of house, there is a 
complete line of Curtis Wood- 
work in harmonizing patterns. 

If you have not found what 
you had in mind in these pages, 
call at your Curtis dealer's office 
and ask to see the Curtis catalog, 
"Architectural Interior and Ex- 
terior Woodwork Standardized," 
Its full-page photographic illus- 
trations will be a revelation to you 
of the convenience, good taste and 
beauty that are possible with 
Curtis Woodwork. 
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THE CARE AND FINISH OF WOODWORK 



Wood is the only building material that grows. 
No two pieces are exactly alike in structure. 
For that reason, wood is more subject to the 
action of heat or moisture than any other building ma- 
terial. It must be protected against damage from these 
elements from the time the tree is felled — during the 
time it is being made into woodwork in the factory, 
while in storage, in transit, in the hands of your painter 
and finisher, and even during the years that it is in your 
home. 

The construction of Curtis Woodwork takes account 
of these factors, and minimizes so far as construction 
can, the chances of your woodwork "going wrong" after 
it leaves the Curtis factory. The lumber used for Cur- 
tis Woodwork is very carefully selected and is kiln dried 
to a moisture content of six per cent, the scientific degree 
for perfect results under normal changes in 
atmospheric conditions. Each piece of Cur- 
tis Woodwork is thoroughly machine-sanded 
to insure an absolutely even base for the 
painter to work upon. 

In spite of these precautions, careless 
handling or improper finishing will "suck 
out the grain" of even the most carefully 
made woodwork, giving a rough unfinished 
surface where proper care and finish would 
have produced a perfectly smooth, beautiful 
surface. 

Perhaps the most common cause of 
woodwork trouble is due to storing it in 
a damp place, or applying it before the 




plaster is entirely dry, thus causing the wood to absorb 
moisture and warp, opening up joints, and spoiling the 
appearance and serviceability of interior trim. This is 
especially true of woodwork delivered without finish, 
in order to be finished to suit your own individual taste. 
As soon as it reaches the job a suitable priming coat 
should be applied, and the ends and backs of trim and 
permanent furniture and the edges of doors painted with 
a mixture of white lead and oil to prevent the absorp- 
tion of moisture. 

It is extremely important, also, to make sure that the 
relative humidity in the atmosphere of the house is al- 
ways kept at normal, especially when artificial heat is 
in use. When the air is too dry, moisture must be drawn 
from the wood itself and the glue used, causing them to 
shrink; if the air is too moist, the moisture will be 

absorbed by the wood, causing it to swell. 

In either case the woodwork is damaged in 

appearance and service. 

We have prepared an interesting booklet 
on this subject which we will be glad to 
send to those asking for "The Care of 
Woodwork." Remember that good finish 
contributes greatly to the handsome appear- 
ance of your woodwork and protects it 
against wear and deterioration. Finish must 
be chosen for the particular service re- 
quired; it must be applied properly, and 
renewed before it is worn through to the 
wood. It is cheaper and more satisfactory 
to renew finish than to renew woodwork. 



HOW TO BUY CURTIS WOODWORK 

Curtis Woodwork is sold only by retail lumber dealers. When you buy Curtis Wood- 
work, you are doing business with your borne town merchant, a fellow citizen, whom you 
know and have confidence in. When building problems come up, he is there to see that 
they are handled with satisfaction to all. Prices are quoted only by dealers. Be sure 
to ask your lumber dealer to give you costs on Curtis Woodwork for your home. 



a good purchase is not so much a matter of price as 
Z\ it is a question of what value you get for your 
X JL money. Perhaps you have always had the idea 
that Curtis Woodwork is expensive. On the contrary, 
it is the most economical buy on the market, because 
dollar for dollar it gives you the greatest value. 

The High Cost of Cheap Millwork 
You may buy woodwork of lower price than Curtis 
Woodwork, but you are sure to find that a great deal 
more time and material are required to prepare the 
cheaper grade for finishing and to install it in your 
house. It is poor economy to have good workmen in- 
stall ordinary woodwork which, because of shorter serv- 
ice, necessitates paying that labor cost over again. 

Quality Is Always Economy 
There is no such thing as "Curtis Woodwork or 
equal." You cannot get millwork that is so well de- 
signed, so perfectly made, and so reasonable in cost 
unless you get Curtis Woodwork. Like the sterling 
mark on silver, the Curtis trademark assures you of a 
value that is more than "skin deep," not for a year or 
two, but for a lifetime of service. The Curtis guarantee 



of complete satisfaction is equivalent to an insurance 
policy on your woodwork, which alone is worth much 
to you. "We're not satisfied unless you are." 

The Economy of Standard Si%es 

Doors and windows and other woodwork are made 
in quantities, in the sizes that are ordinarily used, and 
kept in stock in the warehouses. These sizes, then, are 
ready for prompt delivery. Thus, if you plan ahead 
for using standard sizes and kinds of wood, you will 
save not only the additional expense of having your 
woodwork made to order, but considerable difference 
in the time of delivery. Your dollars will buy more 
value when spent for standard items than when spent 
for special material. 

See Your Dealer's Curtis Catalog 
In this book you have been looking at photographs 
of Curtis Woodwork as it appears in actual homes. 
For large photographic illustrations of the complete 
line, with further information, consult your Curtis 
dealer's copy of "Architectural Interior and Exterior 
Woodwork Standardized." Ask him to show you some 
item which he may have in stock. 
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